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Safety first!

	• Read the instructions carefully before use.
	• The warnings in the instructions are there to warn you of any unex-

pected dangers. Always heed the warnings.
	• Keep the instructions somewhere safe so you can refer to them 

throughout the product’s entire service life.
	• Pass the instructions on to every subsequent owner or user of the 

product.
	• Add any supplement received from the manufacturer to the instruc-

tions.
	• Observe the information under “Safety” (starting on 

page 5).

Conformity

The Declaration of Conformity is available in the Downloads section of our web-
site: www.mayser.com.

The design type of the pressure-sensitive protective device complies with the  
basic requirements of the following directives:

	• 2006/42/EC	 (Safety of Machinery)

EC type examination

The product was tested by an independent institute.
There is an EC type examination certificate to confirm conformity.
The EC type examination certificate is available in the Downloads section of our 
website: www.mayser.com.

The same applies to all normally closed safety edges listed in this document, with 
the exception of:

	• GP 48-2
	• GP 100-2
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(optional)

About these instructions

These instructions are part of the product.
Mayser accepts no responsibility or warranty claims for damage and consequen-
tial damage due to failure to observe the instructions.

About these instructions

Validity These instructions are only valid for the products specified on the title page.

Target group These instructions are intended for the operating company and for electrically 
skilled persons. The electrically skilled person must be familiar with installation 
and commissioning.

Other applicable  
documents

	Ä Please also observe the following documents:
	- Product information
	- Drawing of the sensor system (optional)
	- Wiring diagram (optional)
	- Operating instructions for the control unit used

Symbols used Symbol Meaning

	Ä ... Action with one step or with more than one step 
where the order is not relevant.

1.	 ... Action with more than one step where the order is 
relevant.

•	 ...
	- ...

Bullets first level
Bullets second level

(see chapter Installation) Cross-reference

Dimensions in  
drawings

Unless otherwise stated, all dimensions are in millimetres (mm).

Symbol Meaning

  DANGER Immediate danger leading to death or serious injury.

  WARNING Imminent danger which may lead to death or serious 
injury.

  CAUTION Possible danger which may lead to minor or moder-
ate injuries.

NOTE Potential risk of damage to property or the environ-
ment.
Information on easier and safer working practices.

Danger symbols and 
information
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	• Actuation angle of GP 48-2 NBR max. 60° 
(smaller than required in ISO 13856-2 and EN 12978)

	• Finger detection only with GP 48-2 NBR

Safety

Safety

Intended use

Safety instructions

For your own safety, you must adhere to the following safety instructions.

Limits

	Ä Take care when setting up the interface
Overall safety is affected by the quality and reliability of the interface between 
the protective device and the machine. Take particular care when setting up 
the interface.

	Ä Avoid electric shocks
Before working on electrical systems, disconnect them from the power supply 
and secure them to prevent them being switched back on to avoid electrical 
injuries.

	Ä Do not cover or sheathe the sensor
Outer sleeves and covers adversely affect the sensor function. Never place the 
sensor inside an outer sleeve or cover it with other elements.

This product has been designed as a linear pressure-sensitive protective device for 
hazardous closing edges. The sensor will be activated by pressure onto the actua-
tion area.
In the idle state, no pressure must be applied to the sensor.

	• max. 10 sensors in series

Exclusions The sensors are not suitable:
	• for vertical installation (installation position D according to ISO 13856-2)
	• for areas of application with high levels of vibration
	• for performing a sealing function. Constant actuation of sensors can result in 

permanent damage.

	Ä Install cables permanently in a protected manner
To prevent short circuits, install cables permanently (in a fixed manner) so that 
they are protected against external damage.

The product may only be used as described in these instructions. Any other use is 
considered improper and may result in personal injury or damage to property.



080925 v2.03-RiA	 Installation instructions SL NC II	 Page 6/16

1	 Always carry long normally closed safety edges with the help of another 
person.

2	 Do not bend the normally closed safety edge.
3	 Do not roll up the normally closed safety edge.
4	 Do not exert any tensile force on the cable.
5	 Never use sharp objects on the normally closed safety edge.
6	 Do not exert any pressure on the normally closed safety edge in the idle 

state.

About these instructions

To prevent irreparable damage to the product, you must observe the following 
safety instructions.

	Ä Do not kink the cables
Avoid extreme kinks in cables.

	Ä Observe minimum bend radii
Always adhere to the minimum bend radii specified in the technical data.  
Values lower than these are not permitted.

	Ä Carry long sensors with the help of another person
Always use 4 hands to carry sensors > 3 m to prevent collisions during trans-
port.

	Ä Protect the sensor from sharp edges
Make sure that no sharp-edged objects come into contact with the sensor. 
Sharp edges can cause lasting damage to the sensor.

	Ä Do not use the sensor as a seal
Never use the sensor as a means of sealing the closing edge. Constant actua-
tion of sensors can result in permanent damage.

	Ä In the event of a fault, put out of operation
In the event of malfunctions and visible damage, put the protective device out 
of operation by decommissioning it.

	Ä Follow the handling instructions
Make sure you follow the handling instructions to avoid damaging the sensor.
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GP 48-2 GP 65-2 GP 100-2

LNE 50 mm 50 mm 40 mm

Parts supplied

Residual dangers

Non-sensitive areas The edge areas of the sensor are not sensitive. When a non-sensitive area is actu-
ated, the sensor will not respond and so will not provide any protection.

LNE  =  non-sensitive edge LWB  =  effective actuation length

Parts supplied

	Ä Upon receipt, immediately check the parts supplied to ensure they are com-
plete and in good condition.

The parts supplied are listed on the delivery note.

Storage

	Ä Store sensors in a dry place inside the original packaging.

	Ä Store the packs pressure-free and do not stack them.

	Ä Store cardboard tube packaging horizontally.

	Ä Observe the storage temperature in accordance with the technical data.
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Aluminium profile used: 
C 26M, C 36M, C 36L, C 36S

Step Aluminium profile used: 
C 26, C 36

Preparation of the installation site 1 Preparation of the installation site
– 2 Separation of the aluminium pro-

file from the rubber profile
Mounting the aluminium profile 3 Mounting the aluminium profile
– 4 Snapping in the rubber profile
Laying cables 5 Laying cables

	- Drill and drill bit for M5 bolts
	- M5 countersunk or cylinder head screws
	- If necessary: brush, water, detergent and seam roller

Installation

Installation

Overview

	Ä Before starting the installation process, refer to the technical data to check 
that the product is suitable for your application (see Technical data).

Depending on the aluminium profile selected, there are differences in the order of 
the assembly steps.

Preparing for installation

	Ä Prepare the fixing surface by:
	- Removing dirt particles from the fixing surface
	- Making sure that the fixing surface is flat and sturdy
	- Making sure that cable bushings have been deburred

Unpacking the product

1.	 Lay out the sensors and installation accessories next to one another at the in-
stallation location.

2.	 Check that you have all the required parts and that they are in good condi-
tion.

The handling rules contained in chapter Safety instructions apply.

	Ä Have the tools and aids you will need for installation to hand.
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This chapter applies only to normally closed safety edges with aluminium profiles 
C 26 or C 36.
For all other safety edges, continue directly with Mounting the aluminium profile.

Installation

Separation of the aluminium profile from the 

rubber profile

When delivered, the rubber profiles are snap-fitted in the aluminium profiles. For 
installation of the C 26 or C 36 aluminium profile, this must first be separated 
from the rubber profile.

	Ä Disengage both clip bars from the aluminium profile.

	Ä If necessary, use a tool as an aid, e.g. a flat-tip screwdriver or a wooden spat-
ula. Use only blunt and in no case sharp-edged aids in order to avoid damage 
to the snap-in segments.

	Ä In the event of damage to the clip bar > 10 cm, replace and dispose of the 
rubber profile.

NOTE
Severe bending or kinking of the sensor can cause permanent damage to the 
normally closed chain.
Always keep the unclipped sensor in an extended state.
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For sensors with 90° cable exit (S1, S2):

Installation

Mounting the aluminium profile

1.	 For two-part aluminium profiles of type M: Remove the lower section from 
the upper section. The following steps apply only to the lower section.

2.	 Align the aluminium profile with the closing edge.
	- Have the non-sensitive ends been taken into account?
	- Are the cable bushings freely accessible?

3.	 Mark the drill holes by means of 
the aluminium profile
	- at the first and last oblong 

hole,
	- at every fourth or fifth oblong 

hole (every 400 to 500 mm),
	- for cable bushings, if not yet 

present.

4.	 Take the aluminium profile away  
again.

5.	 Drill holes for M5 on the marks.

6.	 Deburr the holes and remove the 
swarf.

7.	 Fasten the aluminium profile at 
the oblong holes by means of M5 
countersunk screws or cylinder 
head screws.

Alternatively, the aluminium profile may be fastened by means of rivets.

	Ä Guide the cables through the prepared cable bushings before reattaching the 
rubber profile.

8.	 For two-part aluminium profiles of type M: Reattach the lower section to the 
upper section.
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1.	 Wire the sensors together according to the wiring diagram (optional) or using 
the wiring methods described below. Observe the following:
	- Connect the cables of the sensor to the wire ends.
	- Double insulate the solder spots and seal them with heat-shrinkable 

sleeves.
	- Extend cables using only double insulated cables with short-circuit protec-

tion, which are suitable for a test voltage of at least AC 500 V for a dura-
tion of 5 minutes.

Tip 1: Brush the aluminium profile and clip bar or T-foot with a volatile sliding 
agent (e.g. water with washing-up liquid).
Tip 2: Use a seam roller for pressing in.

2.	 Lay the cables all the way to the machine controls permanently and so they 
are protected against external damage, e.g. in cable conduits or armoured 
conduits.

This chapter applies to normally closed safety edges with aluminium profiles C 26 
or C 36.
For aluminium profiles C 26M, C 36M or C 36L, continue from step 3 onwards.
For aluminium profile C 36S, continue with Laying cables.

Installation

Snapping in the rubber profile

After installation of the aluminium profile, the rubber profile is ultimately snapped 
in.

1.	 Check the rubber profile for dam-
age. In the event of damage to the 
clip bar > 10 cm, replace and dis-
pose of the rubber profile.

2.	 First, clip one of the two clip bars 
into the aluminium profile over the 
entire length.

3.	 Clip the other clip bar in place over 
the entire length.

Laying cables

	 Warning   Failure of protective function
In case of line termination the sensor will lose its safety function.

	Ä Install cables permanently (in a fixed manner) and protect against external 
damage.
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Sensor  
with 1 wire:

connected directly to 
the machine controls

Sensor  
with 2 wires:

connected directly to 
the machine controls

NC Normally closed safety edge SL NC II
MC Machine controls
SX1 Sensor with 1 wire (cable exit S1, SL, SR or ST1)
SX2 Sensor with 2 wires (cable exit S2, SR2 or ST2)

The colour coding is not relevant for the wiring.

	Ä Provide strain relief by tightening the cable screw connections securely  
(all cable exits except ST1 and ST2).

Installation

NOTE
Cables can become damaged if laid incorrectly.

	Ä Make sure that cables are neither bent nor crushed.
	Ä Make sure that cables are laid free of tension.

Key to the following wiring diagrams:

Colour coding

3.	 Check the electrical resistance between the wire ends when sensors are ac-
tuated and not actuated. The measured resistance must have the following 
values: 
Sensor system actuated: > 1 megaohm 
Sensor system not actuated: < 150 ohms

4.	 Wire together the sensor system and the machine controls (see the operating 
instructions for the machine controls).
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1.	 Make sure that everything is connected and no sensor is actuated.
	- Machine controls signals the release for operation

2.	 Activate a sensor and keep it in this state.
	- Machine controls reverses dangerous movement and blocks further oper-

ation

3.	 Repeat steps 1 and 2 for each additional sensor.

4.	 Repeat step 1.

5.	 Disconnect the sensor system.
	- Machine controls blocks operation

6.	 Repeat step 1.

Commissioning

Commissioning

Commissioning is described in the control unit operating instructions.

Decommissioning

Decommissioning is described in the control unit operating instructions.

	Ä Connect the supply voltage.

Once the functional test has been successfully completed, the protective device is 
ready for operation.
If the functional test could not be completed correctly, see Troubleshooting and 
remedies.

Testing the function

SL NC II directly to the 
machine controls

The procedure differs in terms of the connection type: Is SL NC II connected direct-
ly to the machine controls or a control unit?

SL NC II to a control 
unit (optional)

The procedure differs in terms of the connection type: Is SL NC II connected direct-
ly to the machine controls or a control unit?

SL NC II directly to the 
machine controls

SL NC II to a control 
unit (optional)

	Ä Disconnect the protective device and secure it to prevent unintentional recon-
nection.

	Ä Attach a clear notice to the protective device stating that it is temporarily or 
permanently out of service.
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Maintenance and cleaning

Recommissioning

Recommissioning is described in the control unit operating instructions.

The procedure differs in terms of the connection type: Is SL NC II connected direct-
ly to the machine controls or a control unit?

SL NC II directly to the 
machine controls

SL NC II to a control 
unit (optional)

	Ä Carry out the commissioning process (see Commissioning).

Maintenance and cleaning

	 WARNING   Failure of protective function
If the sensor is damaged, this could cause the protective function to fail.

	Ä Immediately put the protective device out of operation as soon as dam-
age is detected which could impair safe operation.

Depending on the operational demands, the sensors must be inspected at regular 
intervals (at least monthly). The operating company must define the testing inter-
val in accordance with the applicable national regulations.

	Ä Check the protective function by activating or applying the relevant test sam-
ple.

	Ä Visually inspect the sensors for damage.

	Ä Visually inspect the sensors for good fixing.

Maintenance

The sensors are virtually maintenance-free.

	Ä If the sensors are dirty, clean them with a mild cleaning product.

	Ä After cleaning, remove any remaining fluid.

Cleaning
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Fault indication Possible cause Remedy

Resistance values do 
not match specifications

or

“Actuated” signal is 
issued to the machine 
controls or control unit, 
even though no sensor 
is actuated (line discon-
nection)

Cables of the individual sensors are in-
correctly connected

	Ä Check connections between the 
sensors

Cables are bent or damaged 	Ä Replace affected sensors
Sensors are not mounted level or sag 	Ä Check fixing surface under the sen-

sors

	Ä Eliminate unevenness and remove 
dirt particles

	Ä Check the distances between the 
fastening points (max. 500 mm)

Sensor is already actuated in end posi-
tion

	Ä Ensure that no pressure is exerted 
on the sensor in end position

Sensor is faulty 	Ä Replace sensor

Troubleshooting and remedies

Troubleshooting and remedies

Fault still cannot be resolved?

	Ä Contact Mayser-Support: Tel. +49 731 2061-0.

	Ä In the event of enquiries, have the information from the type plate to hand.

Type plate

Replacement parts

	 CAUTION   Overall safety at risk
Failure to use original Mayser parts when replacing parts of the product can 
impair the function of the protective device.

	Ä Only use original Mayser parts.

A type plate stating the sensor type is affixed to the bottom of the aluminium pro-
file at the cable exit.

Prerequisites: 
	• No sensor is actuated.

Disposal

The products included in the scope of supply contain the following materials:

Sensor 	• Plastics
	• Copper (inside the sensor, cables)
	• Silver (inside the sensor)
	• Steel
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Normally closed safety edge SL NC II
IEC 60529: degree of protection IP67
ISO 13856-2: actuation force < 150 N
Finger detection:
	 GP XX NBR
	 GP XX EPDM

 
Yes
No

Behaviour in the event of a fault ISO 13849-1:2015 category 3 PL d
Switching current 0.2 A
Switching voltage PELV (max.) DC:  48 V

AC:  48 V 50/60 Hz
Protection class III
Operating temperature:
	 GP XX NBR
	 GP XX EPDM

 
+5 to +55 °C
-10 to +55 °C

Storage temperature -20 to +80 °C
Max. load capacity (signal) 600 N
2006/42/EC and UK S.I. 2008 No. 1597: 
emission sound pressure level < 70 dB(A)
Weight: 
	 GP 48-2 incl. C 26
	 GP 65-2 incl. C 36
	 GP 100-2 incl. C 36

 
1.0 kg/m
1.9 kg/m
2.1 kg/m

Technical data

Packaging 	• Wood, cardboard, plastics

	Ä When disposing of the product:
	- Ensure compliance with the relevant national disposal regulations and 

statutory requirements.
	- Ensure that any disposal company you use receives a list of the aforemen-

tioned materials along with the product.
	- Ensure that the materials are recycled or disposed of in an environmentally 

friendly way.

Installation accessories 	• Steel (bolts)
	• Aluminium (aluminium profile)

Technical data

This table is an extract of the full table contained in the product information (see 
Technical data in the product information).


